
A Bsüdmo
strömungsmessungen/Flow measurement

SÜDMO cOMpOnentS GMBH
IndustrIestrasse 7, 73469 rIesbürg, germany  WWW.suedmo.de

all Pentair trademarks and logos are owned by Pentair, Inc. all other brand or product names are trademarks or registered marks of their respective owners.  
because we are continuously improving our products and services, Pentair reserves the right to change specifications without prior notice.
Pentair is an equal opportunity employer.
FLoW measurements d 1/13 © 2013 Pentair, Inc. all rights reserved.

schrägsitzventil  s280e/s380e  /  angular seat valve s280e/s380e 

KV: KV-Wert gemäss dIN eN 60534-2-3 
KV: KV-Value acc. to dIN eN 60534-2-3

dN 50/od 2.0’’ 

dN 65/od 2.5’’

dN 100/od 4.0’’

dN 25/od 1.0’’

dN 80/od 3.0’’dN 40/od 1.5’’

VeNtIl/ValVe KV-Wert/ 
KV-Value

cV-Wert/ 
cV-Value

strömungsrichtung/flow direction a -> B 
ventil geöffnet/valve open 23,6 27,5

VeNtIl/ValVe KV-Wert/ 
KV-Value

cV-Wert/ 
cV-Value

strömungsrichtung/flow direction a -> B 
ventil geöffnet/valve open 100,0 116,4

VeNtIl/ValVe KV-Wert/ 
KV-Value

cV-Wert/ 
cV-Value

strömungsrichtung/flow direction a -> B 
ventil geöffnet/valve open 37,9 44,1

VeNtIl/ValVe KV-Wert/ 
KV-Value

cV-Wert/ 
cV-Value

strömungsrichtung/flow direction a -> B 
ventil geöffnet/valve open 148,0 172,2

VeNtIl/ValVe KV-Wert/ 
KV-Value

cV-Wert/ 
cV-Value

strömungsrichtung/flow direction a -> B 
ventil geöffnet/valve open 62,5 72,7

VeNtIl/ValVe KV-Wert/ 
KV-Value

cV-Wert/ 
cV-Value

strömungsrichtung/flow direction a -> B 
ventil geöffnet/valve open 218,0 253,7
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